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GETTING STARTED

Product View - Valance Options
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INSTALLATION

Inside and Ceiling Mount Applications

Inside And Ceiling Mount Applications WITHOUT A Valance

B Mark the mounting clip locations
on the ceiling or inside window
casement. Use the figure at the
right as a guide for locating the
mounting clips.

W Use a %" drill bit to drill holes for
the mounting screws.

IMPORTANT: |If you are
fastening the installation
brackets to drywall, be sure to
use wall anchors and follow the
instructions provided with the
anchors. (Anchors not provided.)

I Use a level to check that the mounting
surface is level. Shim the brackets if
necessary. (Shims not provided.)

B Ensure the mounting clip is positioned
so the release tab is toward to
the window.

B Begin by securing the center mounting
clip and work outward.

B Use the hex head screws provided to
fasten the installation brackets to the
mounting surface.

IMPORTANT: For flush mount
installations, you can move the
headrail even closer to the window.
Position the mounting clip so it is
positioned with the release tab toward
the room.

I \Verify that the mounting clips are mounted

level and are aligned to each other.
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B Go to the Mount The Headrail section on page 19.




INSTALLATION

Inside and Ceiling Mount Applications WITH A Valance

IMPORTANT: Assemble the valance and then use it as a drilling template.

Skyline™ Standard Valance With Returns

B Assemble the valance corners and returns

» Fit the tabs on the corner end caps into the
notches on the end of the valance piece.

» Fit the tabs on the corner end cap into
the notches on the end of the valance
return pieces.

B Snap the valance brackets onto the valance, spacing them 2" to
4" from each end with 18" to 24" between intermediate valance brackets.

Intermediate
Valance Bracket

Valance Clip Hole

I Center the valance inside the window opening.
B Mark the drilling locations, using the valance clip holes as guides.

B Set the valance aside, then drill the pilot holes at the mounting clip locations
previously marked.

, ) Valance Mounting
B Holding the valance in place over the /' Bracket

drilled holes insert a screw through each
mounting clip and valance bracket.

) ) ___Mounting
B Go to the Mount The Headrail section on Mounting Clip Screw
page 19.
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